Piston Displacement Lesson 2 Worksheet


Name _____________________________

Solve the following using the cubic inch displacement formula and the convert to the indicated unit.  Show work and use appropriate units.

1.
A V-6 engine block has a bore of 3 inches, a stroke of 4 inches.  Calculate the cubic inch displacement in Liters.

2.
A V-4 engine block has a bore of 3.25 inches, a stroke of 3 inches.  Calculate the cubic inch displacement in Liters.

3.
A 4-cylinder engine block has a bore of 4.05 inches, a stroke of 3.25 inches.  Calculate the cubic inch displacement in Liters.

4.
A V-6 engine block has a bore of 4.03 inches, a stroke of 3.125 inches.  Calculate the cubic inch displacement in Liters.

5.
A 6-cylinder engine block has a bore of 3.75 inches, a stroke of 3.5 inches.  Calculate the cubic inch displacement in Liters.

6.
A 4-cylinder engine block has a bore of 
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 inches, a stroke of 
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 inches.  Calculate the cubic inch displacement in Liters.

7.
A V-6 engine block has a bore of 4.5 inches, a stroke of 
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 inches.  Calculate the cubic inch displacement in Liters.

8.
Convert a 6.0 Liter engine to cubic inches.

9.
Convert a 4.5 Liter engine to cubic inches.

10.
Convert a 3.8 Liter engine to cubic inches.
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